F-03-0002-03

elringklinger
Engineered Plastics

fax: +49 (0)2166 9590 55
e-mail: sales.ektp@elringklinger.com

company*:

Questionnaire rollcover - pge 1- 20170104

date:

customer-no.:

industry:

street*:

zip code / town*:

country*:

contact-partner*:

department:

fon*:

fax:

e-mail*:

inquiry-no.:*

project/process*:

roller specification

kind of roller:

[ ] deflecting roller [ ] rotation roller

roller material:

[] steel [ ] stainless steel

roller surface:

[ ] chrome [ ] ceramic

[ ] rubberised

shore hardness:

surface finish
[ ] turned [ ] grinded

[ ] quide roller

[ ] aluminium

[ ] Halar(R)

temperature resistance

[ ] sand blasted

[ ] others

[ ] others

°C



Questionnaire rollcover pge 2 20170104

roller geometry:
[ ] cylindrical [ ] convex [ ] banana roller [ ] others

dimensions:

weight: kg

quantity:

application parameter

roller area

[[]wet []dry []glue [ ] others

chemical load:

[ ]acid [ ] base [ ] dissolver [ ] others
max. operation temperatur °C
permanent operation temperature: °C
rotation speed: m/s
static charge: (Cja  (Cnein
separately discharched: (' ja ( nein
linear pressure: (Cja  (Cnein
material / wall thickness Please select
etching Please select
additional glued Please select
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roller area
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Fragebogen: Walzenbezüge
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